

	

	EMENDAMENTO UE 748 / 2012                                 PARTE 21–  paragrafo 21.A.14 


	21.A.14 Demonstration of capability

	Sostituito sottoparagrafo (b) 

	Vecchio Testo

	(b) By way of derogation from point (a), as an alternative procedure to demonstrate its capability, an applicant may seek the agreement of the Agency for the use of procedures setting out the specific design practices, resources and sequence of activities necessary to comply with this Annex I (Part 21), when the product is one of the following:
1. a very light aeroplane or rotorcraft, a sailplane or a powered sailplane, a balloon, a hot air airship; or
2. a small aeroplane meeting all of the following elements:
(i) single piston engine, naturally aspirated, of not more than 250 hp Maximum Take-Off Power (MTOP);
(ii) conventional configuration;
(iii) conventional material and structure;
(iv) flights under VFR, outside icing conditions;
(v) maximum 4 seats including the pilot and maximum take off mass limited to 3 000 lb. (1 361 kg);
(vi) unpressurised cabin;
(vii) non-power assisted controls;
(viii) basic aerobatic flights limited to +6/-3g; or
3. a piston engine; or
4. an engine or a propeller type-certificated under the applicable airworthiness
code for powered sailplanes; or
5. a fixed or adjustable pitch propeller.

	Nuovo Testo

	(b) By way of derogation from point (a), as an alternative procedure to demonstrate its capability, an applicant may seek the agreement of the Agency for the use of procedures setting out the specific design practices, resources and sequence of activities necessary to comply with this Annex I (Part 21), when the product is one of the following:
1. a very light aeroplane or rotorcraft, a sailplane or a powered sailplane, a balloon, a hot air airship; or
2. a small aeroplane meeting all of the following elements:
(i) single piston engine, naturally aspirated, of not more than 250 hp Maximum Take-Off Power (MTOP);
(ii) conventional configuration;
(iii) conventional material and structure;
(iv) flights under VFR, outside icing conditions;
(v) maximum 4 seats including the pilot and maximum take off mass limited to 3 000 lb. (1 361 kg);
(vi) unpressurised cabin;
(vii) non-power assisted controls;
(viii) basic aerobatic flights limited to +6/-3g; or
1. an ELA2 aircraft;
2. an engine or propeller installed in ELA2 aircraft;
3. a piston engine; or
4. an engine or a propeller type-certificated under the applicable airworthiness
code for powered sailplanes; or
54. a fixed or adjustable pitch propeller.

	Nuovo sottoparagrafo  (c) 

	Vecchio Testo

	=====================

	Nuovo Testo

	(c) By way of derogation from point (a), an applicant may choose for demonstration of capability by providing the Agency with the certification programme required by point 21A.20(b) when the product is one of the following:
1. an ELA1 aircraft;
2. an engine or propeller installed in an ELA1 aircraft.

	[bookmark: _GoBack]Razionale/Ulteriori Dettagli: Fornisce una possibilità di dimostrare la propria capacità in materia di progettazione, in alternativa alla DOA o alle procedure alternative alla DOA, attraverso la presentazione di un programma di certificazione per gli aeromobili ELA1, ed i motori ed eliche su di essi istallati.
Rimanda agli aeromobili ELA2, ed i motori ed eliche su di essi istallati, per l’applicazione delle procedure alternative alla DOA 

	Principali implicazioni: Offerta una semplificazione per le organizzazioni di progetto per gli aeromobili ELA1, ed i motori ed eliche su di essi istallati

	Azioni per le parti interessate: Vedi NI su Regolamento (UE) 748/2012
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